
3
up to 12000 m /h; 52800 US gpm

from 2 mm up to 30 mm
up to 1 / 9

ASME, AD-Merkblatter, CODAP, BS, etc.
up to 20 bar
up to 180 ºC

carbon steel, stainles steel

Technical specifications
Flowrates -
Filtration efficiency -
Standard ratio of inlet-oulet area nozzle / opened filter area -
Design and contruction code -
Working pressure -
Working temperature -
Construction materials -

            Consult us for other pressure, temperature, materials, filtration ratings,
                          ratio of areas, etc.

Strainer material

Cod

04

06

4L

6L

 

SS 304

SS 316

SS 304L

SS 316L

Other

OHS 0608

In / Out conect. Gasket material

Cod

E

N

S

V

O

 

EPDM

Nitrile

Silicone

Viton

Other

E

 

Carb. steel

SS 304

SS 304L

SS 316

SS 316L

Other

Cod

CS

04

4L

06

6L

O

Body material

4L

Gasket type

R

Cod

R

P

S

O

 

O-Ring

Flat

SPW

Other

 

ANSI

DIN

Cod

A

D

Flange type

A
 

ANSI

20”

24”

26”

28”

30”

32”

34”

36”

38”

40”

Other

Cod

20

24

26

28

30

32

34

36

38

40

O

 

DIN

500

600

650

700

750

800

850

900

950

1000

 

DIN 444

Stud bolt

Cod

W

T

Bolts type

W
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03 52

fv
  
 F

a
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r

VISCOSITY (cSt)

Out-line horizontal
strainers - OHS
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WATER FLOWRATE (m³/h)

Multiply flowrate by  fv factor for fluids with higher viscosity than water. 
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